Reporte de |as reservas
Probables del Proyecto Las Tres
Marias

Reporte basado en los estudios realizados por la empresa Canasil
Resources Inc.




Canasil

En el afio 2005 la Empresa Canadiense CANASIL RESOURCES INC., realizé un estudio sobre una zona parte del
proyecto Las Tres Marias que reune las tres concesiones mineras: Las Tres Marias, Los Laureles y Cebollas Sur.

El proyecto de Las Tres Marias se encuentra en el estado de Durango en |la zona de Tayoltita reconocida por su
amplio potencial minero principalmente en Oro y Plata.

Las Concesiones mineras parte de este proyecto (Las Tres Marias, Los Laureles y Cebollas Sur) se encuentran al
poniente del estado de Durango en la zona denominada Las Barrancas, en el municipio de San Dimas Durango y
cubren una superficie de 676 has.

Sus coordenadas geograficas son:

24202’ 53.22” N

1052 48’ 40.75” W

A 13.5 Km norte poniente se localiza la poblacion de Tayoltita Dgo., centro minero de gran importancia en la
explotacion de Au y Ag. En esta region existen obras mineras desde los 550 mts. s.n.m. (Socavdon General) a
2,300 mts. s.n.m.

Las concesiones objeto de este estudio se encuentran separadas por el Rio Piaxtla, y tienen una altura similar
(2,300 mts. s.n.m.), se localizan en la falda NW del cerro del Huehuento (3,190 mts).

El Proyecto se localiza en el margen izquierdo del arroyo de los Laureles también conocido como arroyo de
Cebollas que es un afluente del Rio Piaxtla que pasa por la Poblacién de Tayoltita.



Canasil

Cabe hacer mencidon que esta mina se encuentra en las
inmediaciones a la mina San Dimas la cual es propiedad de Ia
empresa Canadiense Primero Mining que de acuerdo a su
informacion publica en su pagina de internet
www.primeromining.com su pronostico de produccidén anual es
alrededor de 150,000 Oz anuales de Oro.
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Reservas y trabajos previos

En el ano de 1984 — 86, se empezod a explotar el mineral a cielo abierto, descubriéndose al lado oriente una
estructura mineralizada (veta Los Laureles) a la que se le dio un desarrollo (socavén) de 210 mts., con un
ancho de 1.60 mts. El resultado del muestreo dio una ley promedio de 6.88 Au gr/ton y 146 Ag gr/ton. A lo
largo del socavon.

En la siguiente tabla se muestran valores reales de muestreo con puntos definidos y localizados dentro del
denuncio de las Tres Marias

Au Gr/Ton Ag Gr/Ton Ancho en Mtrs.
1 4.20 104.00 1.80
2 0.70 38.00 1.92
3 0.70 31.00 1.70
4 6.90 64.00 1.90
5 18.00 131.00 2.00
6 10.20 182.00 1.20
7 6.00 49.00 2.20
8 0.90 47.00 2.00
9 9.40 45.00 2.50
10 5.60 28.00 2.10
11 2.00 35.00 2.40
12 19.40 678.00 0.80
13 3.30 95.00 4.00
14 1.20 56.00 4.60
15 11.40 53.00 7.20
16 3.00 44.00 Mtl quebrado en camino
17 18.70 248.00 Patio socavones

Promedio 7.15 113.41
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Drill Report 2004/5, Tres Marias — Cebollas Property, Durango State, Mexico -15-

80 PREVIOUS WORK by CANASIL

In late March to early April 2004, a field crew of four helpers supervised by a Canasil geologist

concentrated on rock chip sampling at least 4 separate vein structures within the property boundary

(Tahuehueto, Rosario, Tres Marias, and Las Minitas veins) and the neighboring Santa Cruz
showing. All prospects have had varying degrees of development work although none had been drill
tested or systematically explored. A total of 135 rock samples were taken and analyzed by Chemex
Labs in Vancouver. The results of this work and work completed in 2003 by Luismin geologists are
interpreted and discussed by the author in internal reports to Canasil titled ‘Summary Report on the
Tres Marfas — Cebollas Gold and Silver Property, Durango State, Mexico, and dated May 27, 2004
and ‘Attachment to Summary Report on the Tres Marias — Cebollas Gold and Silver Property,
Durango State, México’, dated July 12, 2004. In addition two fluid inclusion studies were completed
for Canasil Resources in 2004 by Enriquez, identifying specific alteration signatures and minerals
consistent with an adularia - sericite low sulphidation epithermal vein system.

9.0  2004-2005 DRILLING PROGRAM

9.1 Program overview

From November 2004 through to January 2005 Canasil Resources contracted Tecmin Servicios to
complete eight NQ size core holes for a total of 1218.15 metres. These holes were all cored in two
specific areas on the Tres Marias and Cebollas property. At Tres Marias, two holes (Lau-1&2) were
completed for a total of 388.10 metres testing for gold and silver mineralization below the old,
workings on the Los Laurelgﬁugty_r_g. In the Cebollas area just south of the small community of El
Duraznito four drill holes (Tah-1 to 4) were completed on the Tahuehueto structure (460.80 metres)
and two drill holes (Ros-1&2) were completed on the Rosario structure (369.25 metres). Similarly all
holes here tested for gold and silver mineralization above and below known mine workings. In
general the rock cored well and all drill holes reached their planned depth. Drill core recoveries
were in excess of 90% for all holes.

Drill cores were logged in detail by Roberto Pulido and Salvador Tejera of Exploracién Geolégica
del Guadiana, S.A. Selected core samples from each hole were split and bagged securely on site
and sent directly from Durango, México, to Chemex Laboratories in Vancouver, B.C. Here the
:":::::s:;ev:::p:;eﬁ;y :;U:hin.g and- pulverizing to less than 75 micron, then analyzed for gold
i Aungs it |cp_AE-S Aﬁmsh. Silver and 26 other elements were digested with four acids

. Any gold and silver analysis greater than 2.0 ppm and 100 ppm

Jim Cuttle P.Geo.
Canasil Resources Ltd., April, 2005
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Extrapolacion de los resultados obtenidos a todo el Proyecto Las Tres Marias.

Superficie Total

Profundidad media

Volumen total

Igual a

Densidad Tierra

Toneladas de material

Densidad Au de acuerdo a
muestreo

Au Total en Gramos

Densidad de Ag de acuerdo a
muestreo

Ag Total en Gramos

676.00 Has
6,760,000.00 m2

210.00 m

Area x Profundidad

6,760,000.00 m2
1,419,600,000.00 m3

2.50Ton/ m3

3,549,000,000.00 Tons

6.88 Gr/ton

24,417,120,000.00 Gr

146.00 Gr/ton

518,154,000,000.00 Gr

*

210.00m

1,419,600,000.00 m3

3,549,000,000.00 Tons

3,549,000,000.00 Tons

caracteristicas

Por las
profundidad media de 210 m de la zona, se
estima que el proyecto Las Tres Marias podria
tener 3,549,000,000 toneladas de materiales

geofisicas vy la

con 24,41,120,000 gramos de Au vy
518,154,000,000 gramos de Ag.
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